




















https://www.kepware.com/getattachment/35461efd-b53a-4219-a109-a89fad20b230/media-level-redundancy-manual.pdf



















	Universal Device Driver
	Table of Contents
	Universal Device Driver
	Overview
	Architecture
	General Operation
	Channel Properties ? General
	Channel Properties ? Ethernet Communications
	Channel Properties ? Write Optimizations
	Channel Properties ? Advanced
	Channel Properties ? Profile

	Device Setup
	Device Properties ? General
	Operating Mode
	Device Properties ? Scan Mode
	Device Properties ? Communication Transport
	Device Properties ? Redundancy


	Event Log Messages
	Invalid profile link. | Profile ID = '<id>'.
	Connection to the service failed. | Channel = '<name>', host = '<host>', port...
	Failed to start service. | Channel name = '<name>', service name = '<name>'.
	Profile registration failed because the profile syntax is bad or is missing r...
	Script failure. | Result = '<result value>'.
	Failed to convert value from script to '<data type>' for address '<address>'.
	Could not validate address because profile invocation failed. | Address = '<a...
	State machine unknown (required script function GetDriverInfo is missing or r...
	Could not build a send frame because the script execution failed. | Address =...
	Failed to process received frame. | Channel = '<name>', host = '<host>', port...
	Failed to generate write request. | Channel = '<name>', host = '<host>', port...
	Failed to process write response. | Channel = '<name>', host = '<host>', port...
	ValidateAddress() returned an invalid result. | Result = '<result value>'.
	Could not validate address because state machine version is unknown. | Addres...
	Failed to process response. | Type = '<read/write>', Channel = '<name>', host...
	Profile link established. | Channel = '<name>', profile = '<name>'.
	Profile link established. | Channel = '<name>', profile = '<name>', state mac...

	Index

